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TECHNICAL DATA

PROPAKTM— One-component spray foam for insulating all types of hard-to-reach areas and surfaces, where the use of traditional insulation materials is 
complicated. Fast and easy to use. The special spray applicator is compatible with most foam guns.

PROPERTIES
•	 High thermal and sound insulation value

•	 Excellent adhesion to common building materials (Wood, 
concrete, stone, plaster, metal, PVC, and polystyrene)

•	 Quick and easy application

•	 Cured foam is resistant to temperatures between -50 °C and 
+90 °C

•	 Prevents condensation

•	 Elastic

•	 Prevents thermal bridges

COLOR
Champagne

The values specified were obtained at +23 °C and 50% relative humidity, unless otherwise specified. These values may vary 
depending on the applicator and environmental factors such as temperature, moisture and type of substrates. 

COMPLIANCE
Fire class B3 (DIN 4102-1)

APPLICATIONS
•	 Thermal and sound insulation 

•	 Reducing the impact of cold bridges

•	 Prevention of condensation on cold surfaces

INSULATING SPRAY FOAM • WIDE SPRAY APPLICATION

PROPAKTM

91020

Tack free time ~5 min

Completely cured ~60 min

Rise time 10-12 min

Post expansion 100 %

Density up to 20 kg/m3

Temperature resistance of cured foam -50 to +90 °C

Fire class of cured foam (DIN 4102-1) B3

Thermal conductivity 0,039 W/(m·K)

Sound reduction index 62 dB

PACKAGING

SHELF LIFE
Guaranteed shelf life is 15 months from production date if stored in unopened 
packaging in a cool and dry place at +5 °C to +30 °C. The foam can must 
not be stored above +50 °C, nearby heat sources or in direct sunlight. Store 
and transport in a vertical position.

CODE UNIT SIZE CASE

91020 810 ml 12

COVERAGE
Yeilds up to 16 ft2 with 1’’ thickness.

LIMITATIONS
•	 The foam does not adhere to Teflon, polyethylene and 

silicon surfaces. 

•	 Cured foam is sensitive to UV-light and direct sunlight and 
therefore must be covered with suitable material.

•	 Do not use in places with long-lasting direct contact with 
water as this reduces thermal insulation properties.

•	 Spray nozzle is compatible with most foam guns. Always 
check compatibility before choosing the foam gun. 

REMARKS
•	 The foam expands post-application (up to 100%).

•	 Store canister in vertical position during transport.
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DIRECTIONS FOR USE
PREPARATION : Remove dust, loose particles and grease from the surfaces. Moisten dry substrate to ensure better results. Protect adjacent surfaces with 
paper, plastic film or other suitable material.

FOR BEST RESULTS : Air temperature during use: +10 °C to +30 °C, best results at +20 °C. 

Can temperature during application: +18 °C to +28 °C, best results at +20 °C. 

APPLICATION : Put the application nozzle on the tip of the gun. Shake the can vigorously at least 20 times. Hold the foam can in upright position, turn 
the gun to the can by holding the gun handle with one hand, and turn the can with the other hand. Make sure that the gun is not pointed at other persons 
when turning it. The can must not be screwed to the gun with the valve upside down or by turning the gun on the can. Rotate the nozzle as needed (for 
vertical or horizontal application). Turn the can upside down and start applying. Foam output can be adjusted by the gun trigger. Apply the foam from 
distance of approx. 40 cm from the surface. The application distance determines the width of the application area – the shorter the distance, the narrower 
the application area. Maximum thickness of the foam in one layer should not exceed 2 cm. Next layer of foam can be applied after approx. 30 minutes, if 
needed. Number of layers is not limited. When applying foam in layers moisten slightly between each layer, but make sure there are no water drops on the 
surface before applying foam.

CLEAN-UP : Uncured foam can be removed with acetone, cured foam with mechanical means.

SAFETY RECOMMENDATIONS
•	 Use necessary protective gear.

•	 Use only in well-ventilated areas.

•	 Do not smoke during application.

•	 Keep out of reach of children.

•	 When using indoors, ventilate the room after application of foam.

•	 Refer to the SDS for more safety recommendations and information.
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